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Light is OSRAM

Expand opportunities 
New OSCONIQ® S 3030 for  
state-of-the-art professional demands 



OSCONIQ® S 3030 

Type Typ. 
Rth JS el 
(K/W)

Available 
CCT range 
(K)

CRI 
min.

Typ. 
Luminous 
flux (lm)

Typ. 
Efficacy 
(lm/W)

Max. 
Current 
(mA)

Typ. Binning 
current 
(mA)

Typ. Binning 
temperature 
(°C)

Typ. 
Voltage 
(V)

Max. 
Voltage 
(V)

Binning 
CCT 
(K)

Viewing 
angle 
(typ.)

GW QSLR31.PM 8,9 3,000 – 6,500 70 165 178 200 150 25 6.15 6.60 4,000 120°

GW QSLR31.EM 9,5 2,700 – 6,500 80 155 168 200 150 25 6.15 6.60 4,000 120°

GW QSLR31.CM 9,5 2,700 – 6,500 90 115 125 200 150 25 6.15 6.60 3,000 120°

GW QSLM31.EM 8,6 2,700 – 6,500 80   36.8 208 180  65 25 2.72 2.95 4,000 120°

GW QSLM31.QM 8,4 2,700 – 4,000 90   32.5 182 180   65 25 2.75 2.95 4,000 120°

OSCONIQ® S 3030
This professional mid power device provides flexibility in 
forward voltage and luminous flux with high lifetime even 
at high temperature. New conversion technology delivers 
outstanding efficiency even at high color rendering index-
es with the quantum dot device Osconiq S 3030. 

Features 
 — Outdoor ready EMC package for superior lm/$
 — High Efficacy enable better energy saving.
 — Tight flux bin selection offering (1.5 lm bins for 3V de-
vices and 5 lm bins for 6V devices) reduces fixture to 
fixture output variation and enhance fixture output ac-
curacy.

 — Low thermal resistance enables lower system cost 
 — Full range of color temperatures: 2,700 K – 6,500 K 
(white) 

 — Small footprint (3.0 mm × 3.0 mm) for clustering
 — Excellent color over angle performance
 — Quantum Dot technology 

Applications
 — Professional Outdoor lighting 
 — High bay & low bay industrial lighting 
 — Professional downlights 
 — Professional lamps fixtures

New professional mid-power LEDs with long 
lifetime, high performance and best-in-class 
reliability

Benefit from the 
technology leader

OSCONIQ® S 

OSCONIQ® S 3030 is the new mid-power LED from  
OSRAM Opto Semiconductors for state-of-the-art profes-
sional demands in a wide variety of general lighting applica-
tions. With the profound know-how on epitaxy, conversion, 
chip and package design OSRAM Opto Semiconductors 
understands and controls all processes inhouse. The pro-
fessional mid power components are characterized by long 
lifetime, high performance and best-in-class reliability. 



www.osram-os.com

Europe

OSRAM Opto Semiconductors GmbH

Leibnizstraße 4 

93055 Regensburg, Germany

Phone: +49 941 850 1700

Fax: +49 941 850 3302

E-mail: support@osram-os.com

USA

OSRAM Opto Semiconductors Inc.

1150 Kifer Road, Suite 100

Sunnyvale, CA 94086, USA

Main Phone number: (408) 962-3700

Main Fax: (408) 738-9120

Inbound Toll Free: (866) 993-5211

E-mail: info@osram-os.com
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Asia

OSRAM Opto Semiconductors 

(China) Co., Ltd.

29/F, Harbour Ring Plaza

No. 18 Xi Zang Middle Road,

Shanghai, 200001 P.R.C.

China

E-mail: prasia@osram-os.com

For further information on the available 
products please visit our product catalog
at www.osram.com/general-lighting

LED Light for you Network
www.ledlightforyou.com

OSCONIQ® S on the Internet:
www.osram.com/osconiq-s




